
Die casted body made from stainless grade S304, w/ swivel head from S316L stainless steel, with S304 axle

Ultra strong and non-marking nylon wheel

 Internal leveling mechanism

Dial with rubber pad

Wheel
Dia

Tread
Width Part No.

Load
Capacity

Overall
Height

Adjustment
Range Fastening

Attaching
Bolt Size

2” 0.88” LVS300V4 600 3.23” +.47” Plate 2.87” SQ. Hole Space 2.28”
SQ

1/4”

2” 0.88” LVS300V5 600 3.23” +.47” Threaded Hollow Kingpin M12 12mm

2.44” 1.13” LVS600V3 1300 4.02” +.59”
Plated 3.54” SQ, Hole Space

2.77”SQ 5/16”

2.44” 1.13” LVS600V4 1300 4.02” +.59” Threaded Hollow Kingpin M12 12mm

RODAJAS NIVELADORAS PARA MAQUINARIA (LV)



• AC Rubber leveling cushion pad for constant pressure and temperature change
• Rear accessible thumb wheel to adjust the leveling pad

• NSF Listed and RoHS Compliant
• Forged Steel Plate, Zinc Plated
• Double Ball Bearings Raceways
• High quality Nylon wheel

Applications:

Telecom/Broadcasting Console
LAB/Research Equipment
Medical Equipment

Electronic Equipment
Food/Retail Equipment
Conveyer Stands

Work Stations

Assembly Machinery

meter

Caster #

Static
Load

Capacity Height
Adjustment

Range
Attaching

42mm(1.65”) 18mm(0.71”)

Nylon

LV0050V1
110 2.8” +0.47”

Plate 2.16” SQ. Hole Space 1.65” SQ 1/4”
LV0050V2 Threaded Hollow Kingpin M8-1.25

50mm(1.97”) 22mm(0.87”)
LV0300V4

600 3.23” +0.47”
Plate 2.87” SQ. Hole space 2.8” SQ 1/4”

LV0300V5 Threaded Hollow Kingpin M12-1.75

62mm(2.44”) 29mm(1.14”)
LV0600V3

1300 4.02” +0.59”
Plate 3.54” SQ Hole space 2.77” SQ 5/16”

LV0600V4 Threaded  Hollow Kingpin M12-1.75

72mm(2.83”) 31mm(1.22”)
LV1000V6

2200 4.72” +0.79”
Plate 3.54” SQ. Hole Space 2.77” SQ 5/16”

LV1000V7 Threaded Hollow Kingpin M12-1.75
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