RUEDA POLIURETANO EN FIERRO DE TRABAJO EXTRA PESADO (HU)

« Super strength solid casted polyurethane elastomer mechanically locked with glass filed nylon bearing collar
« Variety of bearing options for optimal performance at different applications

» Color: Gray with black bearing collar

* Temperature range: -50°to 180° F

« Durometer: Shore 65(+/-5)
HU80LI65

HU60J192 HU60JI64

Replace ** with desired bearing code

Wheel Tread Hub Load - -
Diameter Width Length Capacity Roller Brg Stainless Prec.Ball [Stainless Pre. Delrin Brg
’ Roller Brg. Brg. Ball Brg. ’
2-3/16" 1-3/16" HU40J184
1/2" 92 9S 64" 6S,76" 56,12
4" 2" 1000
2-7/16" 5/8" 02 HU40J1%*
3/4" 04,09 05 57,11
2-3/16" 1-3/16" HU50JI184
1/2" 92 9S 64" 6S, 76" 56,12
5" 2" 1400
2-7/16" 5/8" 02 HU50J1%*
3/4" 04, 09 05 57,11
2-3/16" 1-3/16" HU60JI184
1/2" 92 9S 64" 6S,76" 56,12
6" 2" 1700
2-7/16" 5/8" 02 HU60JI**
3/4" 04,09 05 57,11
6" 2-1/2" 2-3/4" 2200 3/4" 65" 77 HUG60KI**
2-3/16" 1-3/16" HU80JI84
1/2" 92 9S 64" 6S,76" 56,12
8" 2" 2000
2-7/16" 5/8" 02 HUB0JI**
3/4" 04,09 05 57,11
8" 2-1/2" 2-3/4" 2300 3/4" 65~ 77 HUBOKI**
8" 3" 3-1/4" 3000 3/4" 65" 7L HU80L**
10 3 3-1/4 3200 3/4" 65~ 7L HU10LI**
90,92 & .
Include
9S Include
top hats.
Spanner
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